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iglidur®MKM – Double Flange Bearing:

press in, fold down, finished

Pressfit 

Axial load on both sides possible

Compensation of tolerances of the sheet metal

Easy assembly

Axial pre-tension
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iglidur® MKM | Double Flange Bearing

Part No. d1 d2 d3 b1 b2 b3 s

[mm] [mm] [mm] [mm] –0,14 ±0,5 ±0,1

[mm] [mm]

Dimensions [mm]
iglidur® MKM

Special properties:

� Pressfit

� Axial load on both sides possible

� Compensation of tolerances of the sheet metal

� Easy assembly

� Axial pre-tension

Press in, fold down, finished: flange on both sides

Bearing with flanges on both ends. Easy installation by pressing in and turning down the

“second flange” in one step

Data in mm 

Structure – part no.

Sheet metal thickness

d2

d1

Metric

Type

Material: M250

In
te

rn
e

t
w

w
w

.i
g

u
s
.d

e

E
-m

a
il

in
fo

@
ig

u
s
.d

e

P
h

o
n

e
+

4
9

 -
 2

2
 0

3
 -

 9
6

 4
9

-1
4

5

F
a

x
+

4
9

 -
 2

2
 0

3
 -

 9
6

 4
9

-3
3

4

ig
u

s
®

 
G

m
b

H

5
1

1
4

7
 C

o
lo

g
n

e

iglidur® M250

chapter 4

Material

We welcome your request for a pre-tensioned bearing

customised for your application. 

Phone +49 - 22 03 - 96 49-145


